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IN ORDER TO AVOID 
DAMAGE IN TRANSIT, 
THE DIGITAL ALARM IS 
SHIPPED INDEPENDENT 
OF THE DOOR PANEL 
AND MUST BE FIELD 
WIRED AND INSTALLED. 
BALLY TO FURNISH 
LEAD WIRES FROM THE 
ALARM TO THE UPPER 
JUNCTION BOX.

SIZE A
24" IN 45" WIDE PANEL 10"
24" IN 59" WIDE PANEL 21½"
30" IN 45" WIDE PANEL 7"
30" IN 57½" WIDE PANEL 12¾"
30" IN 69" WIDE PANEL 18½"
34" IN 46" WIDE PANEL 5"
34" IN 57½" WIDE PANEL 10¾"
34" IN 69" WIDE PANEL 16½"
36" IN 45" WIDE PANEL 4"
36" IN 57½" WIDE PANEL 9¾"
36" IN 69" WIDE PANEL 15½"
42" IN 57½" WIDE PANEL 5¾"
42" IN 69" WIDE PANEL 12½"
48" IN 69" WIDE PANEL 9½"
REQUIRES CALIFORNIA CODE NOTCH ON HINGE SIDE

60” WIDE DOORS IN 69” WIDE PANELS, LH. SWNG
ONLY REQUIRE NOTCH OFF CENTER

NOTE: ALL WIRING MUST CONFORM TO ALL 
LOCAL AND NATIONAL ELECTRIC CODES

Installing TM100 Digital Alarm
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